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Software-Defined Vehicles

The transition to software-defined vehicles is a giant leap forward for the auto industry

Unlike traditional architectures where each ECU has its own processing unit networked via CAN, SDVs use a centralized
computing platform that consolidates vehicle functions in virtual machines communicating via a shared memory

protocol
Growing trend of function hyper-consolidation into central compute units

SDV development culture relies on acting fast, reacting fast, and failing fast, which places a lot of pressure on
executing the secure lifecycle management

There is a constant need to balance the innovation required for developing advanced automated driving features with
the stringent safety and security requirements mandated by international standards

Maintaining the security posture under these constraints without compromising either safety or security is mandatory
to secure the future SDV adoption
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Multi-Domain Al Compute

Leading Al compute | Functionally safe and secure | Software-defined

ADAS | AV | Parking Multi-modal UI/UX | Al Companions Instrument Cluster | E-mirror Gateway | Body Control

Automated Driving Intelligent Cabin Safe Display and Audio Vehicle Compute Platform

DRIVE OS with Hypervisor

Optimized APIs:

Centralized & Software Defined
* Inference and high-performance compute

Tightly Integration of Safe Applications +Al \ . Image processing

HW enabled virtualization e Sensor fusion

Easy to Upgrade » |/Os for different AV sensors

« Zero copy and low latency communication
SOTA Security and Functional Safety
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DriveOS

Designed from the ground-up as a central computing platform:

Runs on a high-performance compute device, includes a rich OS either Linux or QNX, safety qualified RTOS,
Hypervisor, and specialized firmware

Can support multiple virtual machines and virtualized partitions

Enables mixed safety and security criticality software

Supports advanced Al inference, high-performance computer vision, state of the art graphics, high-end audio, and
complex safety and security use cases

Includes advanced networking interfaces and low-overhead interprocess and interVM communication
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DriveOS Security Architecture

Version 6.x software architecture

« Supports multiple redundant boot chains with secure

DRIVE OS Linux boot and trusted setup

m - Relies on a Hypervisor to virtualize and isolates resources
Drivers, File System : : :
E E E - Implements a strict OS security policy to enforce least
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Safety Services
Foundation Services

TS privilege and identity access management

%IE%E

e [ Y o e

Hardware - s - Provides key management and crypto stack PKCS#1 1

« Offers a trusted execution environment for critical
operations

Isarﬂ

GHSL I cucL o - Enables updates through secure software update
MI management

/O

- Enables secure sensor protocols

m

Mics Cameras - ‘c ' oL Displays
(A2B) (GMSL) (GMSL )
4PM

- Implements secure networking protocols such as MACsec
Software stack with NVIDIA DRIVE Orin - Manages debug and logging infrastructure securely
A quick snapshot - Based on defense-in-depth strategy and zero trust model
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We must build defenses with the
mindset that a satety impacting
breach Is imminent.




Central Compute Platforms

Fast startup time is necessary despite the complexity of the bootchain and number of sensors, hardware components and
applications that must be setup and started

SDVs rely on high-speed Ethernet as the backbone for in-vehicle communication placing constraints on crypto
acceleration

Given that many features can be rolled out without the need for a hardware change, there is an expectation of constant
feature updates and constant expansion of the attack surface

SDV architectures integrate edge computing capabilities within the vehicle and cloud services outside the vehicle which
requires secure communication protocols

Integration and testing of high-performance computing platforms creates unique challenges especially when security
breaks backwards compatibility as platforms are locked down and hardened

The complexity of these systems makes it impossible to handle safety and security as an afterthought
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Process Challenges Against Software Defined Vehicles

Fast execution cycle means process needs to be lean and efficient
Security compliance has to keep up with SDV’'s hunger for constant feature development
If the process is slow and cumbersome it becomes a hindrance; pushing people to find ways to circumvent it

It is easy for engineers to fall into the trap of checkbox security by reducing the process to a paperwork exercise rather than
actual risk management

Complexity of SBOM with the proliferation of open-source software adds another dimension to the difficulty of
vulnerability management

Supply chain contains many off-the-shelf components that are not traditionally developed for automotive systems, so
the burden is shifted to the system integrators.

Process execution that is heavily weighted on the security verification side means issues are found late when it is
much more difficult to address security risks
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Human Resource Challenges Against SDVs

There is still a knowledge gap for cybersecurity in the automotive space

SDV’s add another stress factor to the workforce as embedded software engineers must adapt to learning to develop
for service-oriented architectures as opposed to RTOS based architectures

Training the workforce is still a challenge given the dynamic nature of cybersecurity and the need for continuous
learning

Engineers and managers are often skeptical of the need to delay projects to address security concerns: attacks are
measured by likelihood, but schedule delays are true or falsel

Engineers may struggle to fully understand risks: complex attacks can still be likely to occur even it we struggle to
understand them
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Lack of imagination by defensive
security engineers is not a
deterrent for offensive security
protessionals.




Technical Challenges Against Software Defined Vehicles

Domain driven E/E architecture with multiple physical layers of separation offered a challenge to attackers who
wanted to compromise the deeper layers of the E/E architecture

The shift to centralized compute platform means the vehicle control software is now perhaps one hop away from the
external networks making security an even more important problem to tackle:

More security critical functions are getting integrated with safety functions like Bluetooth/Wi-Fi support for remote parking
use case in ADAS system

Software and hardware must work together to mimic physically isolated compute instances: easier said than done

Complex systems are data rich needing even more access to debug and profiling, which, if not secured, can provide
attackers with valuable resources for exploits

Even though update capability is being built, pushing updates to millions of vehicles in a timely fashion is still a
challenge for OEMs

Exposure to backend server attacks adds a new dimension that is not always understood or accounted for
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Attacker’s State of Affairs

SDV's suffer from vulnherabilities that are common to IT systems and therefore attackers have a lower barrier to entry
when attacking SDVs

Standardization, while desirable from engineering point of view, also makes it easier for attackers to ramp up: hack one
and apply everywhere

Most attacks are incentivized by money (vehicle theft), but safety-impacting attacks could also be potentially
monetized

A dangerous false sense of security can occur when systems are mistaken to be secure because attackers are simply
not knocking on the door yet...
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Call To Action

Security is prohibitive: it adds high effort, requires specialized expertise, almost guaranteed to impact schedules,
disrupts the feature execution flow, adds performance delays and increases cost

Playing catch-up to attackers means we risk being like adjacent industries where security patches and active exploits
are common and widespread

Where we like to be?
Process: we need to execute the secure engineering lifecycle efficiently and seamlessly to meet the constraints of SDVs
Human Resources: we need to provide the workforce with continuous support and training and reduce engineering overhead

Technical: we need to build secure architectures and secure code where weaknesses are identified and treated at design and
implementation time

When it comes to SDVs, we don’t only need to meet the bar for security, we need to raise it, but how?
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an Generative Al Help?



Augmenting the Security Workforce

Not all problems will be solved by Al, but we start with the mindset of asking which problems can Al solve for me...?

The ultimate goal is to let security become as seamlessly integrated into the development process as possible through the
use of Al assistants and agents.

Let Al do the busy work that we currently lack the human resources to do

How can Generative Al help in bridging gaps and allow us to raise the bar for cybersecurity?
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Quick Review

The fundamentals

- An oversimplified view of the typical security
work can be boiled down into: search,

comprehend, and generate

- With embeddings, we can build Retrieval
Augmented Generation systems (RAGS) so
work products like requirements, feature \m/
requests, architecture, test cases, and even
code become easily searchable and queried

- Using LLMSs, it is possible to improve \ /
comprehension by summarizing, analyzing, —
finding inconsistencies, and duplicates R ‘——’\

- With LLMs we can generate security work / \
products from other input using zero shot
and few shot learnings, perform reviews, etc.

« Reference: Building RAG Agents with LLMs
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https://learn.nvidia.com/courses/course-detail?course_id=course-v1:DLI+S-FX-15+V1

Al Assisted V-Model

The V model served us well, now is the time to think about an Al augmented V model

Areas where we see potential for gap reduction with Al:
TARA completion and consistency checking

Requirement generation/search
Security weakness detection throughout the software architecture

Secure coding rule violation detection and coaching

Unit test/Fuzz test auto generation

Automated continuous security reviews
Mining past security analysis to enable engineers to tap into security expertise
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TARA Assistant

TARA creation is pipelined through a mixture of LLM prompts and RAG based searches:

Security engineer describes security risks in layman terms

Al assistant extracts asset, asset property, and reformulates the risk description as a threat, attack path and local
damage

Al assistant then searches through system damages to find the matching damage scenario and inherit impact rating

Using the 1ISO21434 definition of attack feasibility metrics, the LLM then rates the attack feasibility and provides
rationale for each rating

Full risk score is then automatically calculated
Security engineer reviews the output and decides on risk treatment

Al assistant helps with finding a matching security requirement from requirement database and matching security
goal

Al assistant helps in finding a matching cybersecurity claim in case of risk acceptance/transfer

Al assistant can generate a new claim from the layman language description of residual risk
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Attack Path Creation and Feasibility Rating

Risk Description By LLM Few Attack Feasibility

User Shot Rating + Rationale
Learning

RAG System Damage
Search

@A NVIDIA. I



Example Output

Auto-generated attack path

Attack Path Generator

Please Describe the security story you are analyzing by stating the risk
impacting an object within a DRIVE OS, how that risk can be realized and what is
the potential impact. For e.g: Files in the dataFS file system are exposed to the
risk of exfiltration through physical attacks against the storage device due to
lack of encryption which can lead to loss of confidential data and/or intellectual

property

Power control APls can be manipulated by a malicious application

Cancel

Attack path Damage TOE Window of Risk Value Score
number Asset Asset Property Threat Description Attack Path Recommended Mitigation Local Damage Damage Scenario Scenario ID | Expertise Knowledge Equipment | Opportunity Expertise Rationale TOE Knowledge Rationale Equipment Rationale Window Rationale (HEAVENS) (HEAVENS)
AP54 Power control APl for Authorization ~ |Misuse of the power control [An attacker can launch an |Restrict the permissions of Interference with the D12 Expert = | Public ~ |5tandard ~ |Medium  ~ |Explanation: To exploit the |Explanation: it is public Explanation: To exploit the |Explanation: Given that the Meadium 4
peripherals functionality to interfere application to issue applications to change the power operation of the vehicle power control API, the knowledge that a vehicle's |power control AP, the aitacker would have to be
with the normal operation o |[commands to the power |mode of peripherals during due to changes in the attacker must understand |power control AP1 can be attacker would likely require | physically present in the
vehicle peripherals control API, changing the |operational mode. Only allow these |power state or frequency how to interact with APls manipulated to change the |a laptop or similar device wvehide to connect their device
power state or the changes if approved by the system's |of peripherals. This could and how power control state or frequency of with the software capable of |to the vehide's system and
frequency of peripherals |software or hardware supervisory potentially lead to setiings influence the peripherals. Understanding |interacting with APls. This |exploit the power control AP,
during the car’s antities safety-critical situations vehicle's operational mode. |exactly how this equipment can be readily |the window of opportunity is
operational mode, leading on the road This level of knowledge manipulation disrupts obtained from the internet, |somewhat limited. Common
to potential disruption in suggests they are familiar  |vehicle operations might making it a standard sxamples include when the
vehicle functions Unsafe control of with the underlying systems,|require deeper knowledge, |equipment atiadk attacker finds an unlocked car
hardware resources protocols, and potentially | but the basic concept could or having o the car via
(for e.g. due to new attack methods. be gleaned from forums, the onset-board diagnosiic
improper resource blogs, and other open port
isolation) - SOUrCes.
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Security Requirement Generator

{ TARA Output 1

¢
¢

(Extract security objective and featurelnput from TARA}

Y
[Call await topMatchPrompt(user_objective) to find top 10 matching objectives)
Y
[Create prompt input text based on top matches)
Y
CCaII generateRequirement(user_objective, requirementDynPrompt) to generate requirement with dynamic prompD
Y
(Call checkRequirement(requirementText, user_objective) to check if requirement meets input guide]
Y
¢ HES requirementText meets guideline rules 10 ¢

[Requirement meets guideline rules) [Apply guide to generate an updatedRequirement version)

s

CCaII generateVerifMethod(updatedRequirementText, requirementArray) using dynamic prompt of matching verification methods)

v

(Call checkVerificationI\/Iethod(verificationMethod))

YES no

¢ verificationMethod meets guideline rules ¢

(Verification Method meets guideline rules] [Apply guide to generate an updated verification Method version]

s

[Construct fullRequirement string with updatedRequirementText, contextField, and updatedVerifFieId]

®
l

Requirement, LLM
Rationale

TARA output triggers start of security requirement creation begins

Engineer articulates the objective that they want to achieve along with
the source feature that originated the risk

A program searches through the top matching user objectives to
identify the closest security requirements that were already created

A dynamic prompt is created that gives the LLM instructions on how to
generate the new requirement

The generated requirement is fed into another LLM call to evaluate the
requirement quality against security requirement guide

If the requirement does not meet the guide, the LLM is given
iInstructions on what areas to improve when regenerating the
requirement

Verification method is generated using few shot learning

Human receives the final output requirement along with rationale for
acceptance

Human decides on making any final modifications
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Architecture Weakness Detection

Security analysis is as good as the product documentation
Automotive systems require traceability which enables deterministic search and analysis
The trigger point is at the time when the architecture is changing

Starting from a requirement, all downstream architecture and design fragments can be aggregated to apply a set of
checks based on past known security weaknesses and weaknesses extracted from databases such as MITRE

Manual checklists are translated to LLM prompts, which are performed to assess the impact of the change and
whether an arch weakness is being introduced.
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Weakness Report

Weakness
Found

Requirement x violates rule y

LLM Model

T

Architecture Security Agent

Security Arch

Weakness Analyzer

Y
List

CWE-n: Prompt 1

CWE-m: Prompt 2

CWE-p: Prompt 3

We start with building a database from the requirement to
architecture traceability tree

Using the LLM, we pass UML diagrams source syntax
describing software interactions and append it to the
architecture text fragments from the database

Now that we have a database of all requirements and design
artifacts, the agent can be instructed to iterate through each
requirement and perform LLM-driven security checks in
search for common security weaknesses
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Transform Security Checklists into Prompts

"You are a cybersecurity expert reviewing a software architecture document for an embedded system. The architecture
should adhere to secure design principles, such as least privilege, defense in depth, fail-safe defaults, separation of duties,

and secure failure handling. Analyze the document to identify any potential violations of CWE-657: Violation of Secure
Design Principles.”

Specifically, look for:

Lack of Privilege Separation: Check if any component or module has more access rights or privileges than necessary
for its function. Identify instances where least privilege is not enforced.

Inadequate Defense in Depth: Look for missing layers of security controls. For example, see if there is a lack of
redundancy in critical systems or if a single point of failure could lead to a security breach.

Failure to Enforce Secure Defaults: Identify if the system or components default to insecure settings or
configurations, particularly in access control or network communications.

Improper Segmentation of Critical Functions: Check if critical components (e.g., those handling sensitive data or
controlling physical processes) are not adequately isolated from non-critical components.

Absence of Secure Failure Handling: Determine if the system lacks mechanisms to handle failures securely, such as
failing open instead of closed or not logging and alerting security-relevant failures.
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Architecture Weakness Analysis Agent

sequence View Diagram of UPDATE_LIF#MarkBootChainBootable
@2 NVIDIA for DRIVE_OS::DRIVE_Update

DOS
User. DU Guest

DRIVE OS SWAD Agent :;?EE.:E% fﬁifjﬂ

|
UPDATE_LIF I
#MarkBootC hﬂiﬂEﬂﬂtﬂh|E} |

| am an agent that can look up information from the SWAD. | can tell you how requirements are decomposed,

functions are realised and the interactions between different elements. | work best with a search term, which can

either be a JAMA requirement ID or a SWAD function name. If you do not provide a search term, | will try to find the loop [All partitions in boot chain

| =]

closest function related to your query. Ask me a question like "What is DOS60-REQ-230" or "Which interfaces are
used in the sequence diagrams related to DOS_FUNC_CUDA_GPU_OPERATION"

Check that the partition was marked as integrity validated
s SE—

alidated]

.

break [Partition is not integrity

FAILURE
-{ .................................................

opt ,) [Compatibility check enforced per skip_pvit_check]

Update the version information of this updated partition

< |

Mark the partition as bootable
-~

Mark the bootchain as bootable

SUCCESS
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 Problem:

SAST Assistant

Explain security rule violations and recommend fixes

- Developers struggle to make sense of coding rule violations
- When fix is made, it is not clear that the fix is sufficient

e Solution:

- A SAST tool checker uses LLM to explain the coding rule violation and suggest a workaround

stage 1

Stage 2

lIHHHHHHIHH%HHHII

||iHHH|H%HHHE%II

Violation
fixed?

[autocov] LLM generated fixes

Total wiolations before fix:

{'CERT INT3B-C": 11, 'CERT ARR3B-C': 1, "CERT INT31-C': B8, 'CERT INT32-
C': 8, 'CERT FLP36-C": B8, "'CERT INT36-C': B, "'DEADCODE': B, "OVERRUN':
8, 'FORWARD_MNULL': 8, 'REVERSE_IMNULL': 8, 'INTEGER_OVERFLOW ' : B,
"MULL_RETURNS' : B8}

Fixed wviolations:

{"'CERT INT3B-C': 6, 'CERT ARR38-C': B, 'CERT INT31-C': 8, 'CERT INT32-
C': 8, 'CERT FLP36-C": B8, "'CERT INT36-C': B, "'DEADCODE': B, "OVERRUN':
8, 'FORWARD_MNULL': 8, 'REVERSE_IMNULL': 8, 'INTEGER_OVERFLOW ' : B,
"MULL_RETURNS' : B8}

Change-Id: I3387cbcct5tfcade74b376816443778bB197d596
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SAST Assistant

Example patch of Cert Rule INT30_C

3932 f* LLM reasoning for fixing cert_int3H8_c_violation :

3933 |}

3934

3935 Explanation:

3936 The SEI CERT C/C++ rule violation was due to the potential for the unsigned integer "numOutputStatu:
" and ‘numInputStatus’ to overflow when incremented. The fix involves checking 1if "numlutputStatus’
and numInputStatus ™ are less than the maximum value that can be held by an unsigned 8-bit integer |
UINTE_MAX) before incrementing them. If they are equal to UINTS8_MAX, incrementing them would cause :
n overflow, so we prevent this by not incrementing them in this case. The code for handling the ovei
flow case is left as a comment, as the specific handling would depend on the requirements of the pre

gram.
3937 */
3938
PvaError pvaStatus = PvaError_Success: 3939 PvaError pvaStatus = PvaError_Success:
NvSciError nvSciStatus = MNvSciError_Success: 3944 NvSciError nvSciStatus = NvSciError_Success:
PvaProgramSubmitArgs #*submitArgs = &submitArgsArray|proglndex]: 3941 PvaProgramSubmitArgs #submitArgs = &submitArgsArray|[proglndex]:
PvaUmdProgramSubmitArgs *umdProgSubmitiArgs = &umdProgSubmitArgsArray[proglndex]: 3942 PvaUmdProgramSubmitArgs *umdProgSubmitArgs = &umdProgSubmitArgsArray[proglndex]:
struct PvaFencelmpl *1Fence = NULL: 3943 struct PvaFencelmpl #1Fence = MNULL:
struct PvaFencelmpl const *1PrefFence = MULL: 3944 struct PvaFencelmpl const #1PrefFence = MNULL:
uint16_t pvaStatusSlot = Bu: 3945 uint16_t pvaStatusSlot = Bu:
uintiZ_t offset = Bu: 3946 uint3Z_t offset = Bu:
uinti?_t index = Bu: 3947 uint3Z_t index = Bu:
uint8_t numOutputStatus = Bu: 3943 uintd_t numOutputStatus = Bu:

+5 common lines

3954
offset = (uint3Z2_t) (pvaStatusSlot *= sizeof(pva_gen_task_status_t)): 3955 offset = (uint32_t) (pvaStatusSlot = sizeof(pva_gen_task_status_t)):
progStatus[proglndex] = &(ctx-»statusNotifier[pvaStatusSlot]): 3954 progStatus[progIndex] = &(ctx-»statusNotifier|[pvaStatusSlot]):
progStatus[proglndex]-=cpuMappedPtr = ((pva_gen_task_status_t *) ctx-=pvaSNMemObj.mappedPtr 3957 progStatus[proglndex ] ->cpuMappedPtr = ((pva_gen_task_status_t #) ctx-=pvaSNMemObj .mappedPtr
+ pvaStatusSlot): + pvaStatusSlot):
3958
f* Initialize with random walue to check the update status. #/ 3959 f= Initialize with random value to check the update status. #/
progStatus[proglndex]->cpuMappedPtr-=status = (uintl1é_t) NvSciSyncTaskStatus_Invalid: 39646 progStatus[proglndex ] ->cpuMappedPtr-=status = (uintl6_t) NvSciSyncTaskStatus_Invalid:
3961
umdProgSubmitArgs-=outputStatus[numOutputStatus) . base = ctx-=pvaSNMemObj.umdHandle[absEngine 3962 undProgSubmitArgs->outputStatus [numOutputStatus] . base = ctx-=pvaSNMemObj .umdHandle[absEngine
Idx]: Idx]:
umdProgSubmitArgs-=outputStatus[numOutputStatus)] .offset = offset: J963 umdProgSubmitArgs->outputStatus [numOutputStatus].offset = offset:
numOutputStatus++; 3964 1f({numOutputStatus < UINTE_MAX)
3965 numOutputStatus++:
3966 +oelse {
3967 {{ Handle overflow case
39638 3
H 3969 3
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Conclusion

Central compute architectures are here to stay as a key enabler for software defined vehicles
These architectures bring along some unique challenges along process, human and technical aspects

Generative Al is not only helping us in meeting the security bar but also raising it through the following:

Seamless integration of security work products within the V-Cycle to support the feature/speed-hungry development of SDVs
Bridging the workforce gap by providing engineers with assistants that can guide and aid in work product creation

The use of Al agents allows both producing and verifying the security work products to give the human a high-quality output
and increase confidence in Al output

Reducing the effort impact on the development cycle taking away the incentive to compromise on security
Eliminating the psychological barrier by engineers who find security a tedious and daunting task
Looking at the future we need to:

Consider all aspects of the secure development lifecycle to identify workloads that can be 'LLM-ized’
Focus on optimizing Al output quality

Free up engineering time to look at hard problems such as optimizing performance, improving usability without the need to
lower product security
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